
  
 
 

 
 
 

New:  
Selective  
Radiation Meter  
SRM-3006 
 
 
A new frequency-selective  
measuring set for environmental  
and safety measurements in  
electromagnetic fields.  
With its isotropic (non-directional)  
measuring antennas, covering  
the entire frequency range  
from 9 kHz to 6 GHz.  
For safety investigations in the  
near field range of long wave trans- 
mitters, through measurements on  
radio and TV broadcasters (DVB-T) 
and right up to exposure level  
measurements on the latest gener- 
ation of mobile communications  
services like EDGE, WiFi or WiMAX. 
 
 
 
www.srm3006.com  
 
 

Complete, compact measuring system 
 
�  For outdoor use 
�  Battery operated 
�  In-situ battery replacement 
 
Measuring antennas from 9 kHz to 6 GHz 
 
�  Isotropic measurement 
�  Direct display of results 
�  Standard-compliant evaluation,  

e.g. for the determination of exposure 
according to IEC 62232 or EN 50492 

 
PC software 
 
�  Measurement preparation 
�  Result management 
�  Customized test reports 
 
 
SRM:  WHEN SAFETY COUNTS 
 



 
SRM:  WHEN SAFETY COUNTS 
 
SRM-3006, the Selective Radiation Meter from Narda Safety Test Solutions,  
has been specially developed as a frequency-selective measuring system  
for safety issues in electromagnetic fields. The operating modes are  
precisely tailored to the applications: 
 
Spectrum Analysis 
Safety Evaluation 
UMTS P-CPICH Demodulation 
Level Recorder 
Scope 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The SRM provides user support through reliable automated features such as range selection  
or setting a suitable resolution bandwidth (RBW)*. 
 
Results are displayed in physical units such as V/m, A/m, W/cm2, or as logarithmic quantities 
such as dBµV, or directly as a percentage of the permitted limit value. Most important:  
The SRM can still convert the results even after the measurement is completed. 
 
SRM – the well thought-out solution to safety measurements in electromagnetic fields. Battery 
operated, mechanically robust, radiation protected. Get a grip on things with SRM. 
 
 
 
 
 
 
 
* You can, of course, set all the parameters individually just like any standard spectrum analyzer. 
Check out the details and specifications at 
 
www.srm3006.com  



 
MEASURING ANTENNAS:  ISOTROPIC, FROM 9 kHz TO 6 GHz  
 
 
For fast, non-directional measurements: 
 
 
Three axis (isotropic) E-field antenna  
800 MHz to 6 GHz 
 
Three axis (isotropic) E-field antenna  
27 MHz to 3 GHz 
 
 
 
 
Three axis (isotropic) H-field antenna  
9 kHz to 250 MHz  
 
 
 
 
 
 
 
 
For precision measurements: 
 
 
Single axis E-field antenna 
27 MHz to 3 GHz 
 
 
Single axis E-field antenna  
9 kHz to 300 MHz  
 
 
 
 
 
 
 
 
 
 
 
Single axis H-field antenna 
9 kHz to 300 MHz  
 
 
 
 
 
 
SRM is a complete measuring system: The SRM basic unit detects and takes account of antenna 
and calibration data automatically, eliminating a common source of errors. A further advantage: 
all measuring antennas in the SRM family are mutually compatible. Antennas from other 
manufacturers can also be used with the SRM. 



 
APPLICATIONS 
 
 
Occupational safety measurements. The com- 
bined measuring set and antenna is robust and 
splash protected, can be taken anywhere and 
can even be operated with gloved hands. Thanks 
to its high immunity to electromagnetic radiation, 
it can also make reliable measurements in the 
vicinity of strong field sources. 
 
 
 
 
 

 
 
 
 
 
 
 

 
Measuring emission values in public places.  
The SRM produces test reports immediately  
on-site, eliminating any transmission errors.  
The instrument displays the underlying stan- 
dards, automatically records the date, time  
and GPS coordinates, and saves written or 
spoken comments e.g. about events during  
the measurement or the ambient conditions.  
The outcome: results you can rely on. 
 
 
 
 
Long-term monitoring in the workplace. 
Especially convenient: the SRM records instan- 
taneous and average values simultaneously and 
“remembers” maximum and minimum values. 
Use pre-set conditions to reduce the data 
quantity: the SRM can make timer or threshold 
triggered measurements. 



 
You can link instrument 
setups to make test routines 
and upload them to the SRM 
with the PC software. You 
can also download the results 
from the SRM, process, 
document, and archive them. 
 
 
 
 
 
 
 
 
 
 
 
www.srm3006.com  
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